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PROJECT DEFINITION & PLANNING

Figure 810-4

Statement for Design Documents

 Informal in-house conference with

PEO & Region WZTC specialist

 WZTC options and strategies

 Final WZTC strategy statement for

 Work Zone Capacity Analysis

 Existing level of service

 Existing lane capacity (VPHPL)

 Work hour restrictions (days & hours)

 Detour route capacity analysis

 Select appropriate work zone type(s)

 Existing Operational Factors

operations

 Accidents (include previous WZTC,

maintenance or contract)

 Coordinate with local maintenance

supervisor

 Work Zone Location Considerations

 Worker Safety

 Positive protection (barriers)

 Worker exposure during:

 (1) set up

 (2) removal

 (3) work operations

 Flagger protection (no freeway use)

 Truck-mounted attenuator

 Portable barriers (temporary concrete,

movable barrier, steel, etc.)

 Inspector protection

 Work zone intrusion analysis &

mitigation techniques

NOTES:

bold.
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TYPES OF WORK ZONE TRAFFIC CONTROL

 Long-Term

STRATEGY PLAN TYPE

detour

detour

detour/alt route

detour/alt route

lane shift Temporary channelization

TCP

TCP

TCP

Short-Term

STRATEGY PLAN TYPE

detour

detour

detour/alt route

detour/alt route

TCP

TCP

TCP

TCP

TCP

 Construction Considerations for WZTC

 Maintaining existing features (illumination, signing, etc.)

 Work area access control (safe ingress & egress)

 Adequate work zone space for contractor

time-saving materials

Figure 810-4
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TRAFFIC CONTROL FEATURES

Figure 810-4

 Special Lighting

 Flagger station illumination

detour illumination

high mast lighting

warning lights

 Roadside hazard protection

 Buffer space (lateral and longitudinal)

 Positive Continuous Guidance

 Work Zone Devices

intrusion alarms

 Special Considerations

 WSP assistance

 Public information

 Night work

 Oversized loads

 Peds and bikes (ADA needs)

 WZTC supervisor

 WZTC patroller

liquidated damages

haul routes
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DESIGN CONSIDERATIONS

mentally drive through the TCP from all 

PROJECTED IMPACTS

 Local agency impact

 Coordination with region PIO for public

FINAL APPROVAL

 Regional Management Approval

 Construction P.E. Concurrence

 Consistent with FHWA (MUTCD) & WSDOT

policies

Figure 810-4


